Florida 5.0

1987-1993 Racepak UDX Cluster Housing

Installation Information

· This unit bolts directly into the original Instrument Cluster location. The 4 mounting holes can be drilled larger if needed be.
· The factory Ford Bezel that houses this unit has to be modified at the steering wheel hump, so the Bezel will fit flush. (The Ford Bezel is the housing that holds the left and right switches). ½ to ¾ of an inch will need to be removed from the top part of the hump. Pre-mount the UDX housing in place and then slide the Factory Ford Bezel over it to get an idea of how much plastic (of the hump edge) to remove.
Special note:

Alternator Connection

This is a question that comes up a lot when the factory cluster is removed.

This is how it is addressed in our installation Instructions

After I installed the Instrument cluster my alternator won’t charge. What did I do or not do for this to happen?

When you disconnected the factory cluster the alternator circuit was opened causing the wire that energizes the alternator to be left open. In the instructions there was a special note about how to make sure the alternator would operate. What you will need to do is in the factory wire harness there are 2 wires that need to be jumped. You need to find a 12-volt ignition source and use the jumper wire that was in the electrical hardware bag and jump the 12-volt ign. wire to the Light Green/Red wire. What that will do is it will energize the alternator when the ignition is turned on. That will fix the problem of not having a charging alternator.

