Florida 5.0

  (954) 966-5523               Installation Instructions for the:
www.florida50.com              1987-1993 Mustang IQ3 Housing
Please read the complete instructions before you start your installation. These instructions are merely guidelines and are not meant to be all-inclusive. Due to misc. differences of some of the cars from 1987 to 1993, the fitting of the cluster housings may require individuals to pre-fit and possibly modify the unit or the surrounding locations prior to the final installation. The unit should be installed with very little or no pressure on the existing cluster dash cover. 

 NOTE: If you are unsure of your ability to perform this type of installation, seek out a qualified service facility to do this job.

	Disconnect The Battery
	Disconnect The Battery
	Disconnect The Battery


Installation Steps

1) Remove the instrument cluster dash cover, headlight switch, emergency flasher switch and cluster.  The dash cover and cluster are removed by methodically removing the Phillips and torxs screws, and all other fasteners and plates that are needed to allow the cluster to be removed. 

2) Test fit the IQ3 Housing and note any areas that may need to be modified that would hinder the housing from bolting in place. (See step 5 ) NOTE:  The factory dimmer switch will cause the bottom left side of the housing to want to push up as you are locating the housing over the bottom screw hole. You can do 2 things at this point to help with this pressure. You can just press down on the housing till the holes line up and then insert the screw or you can remove the dimmer switch, cut the plastic locating pins off and then move the switch lower. Either way you will still have some pressure on the housing but the pressure won’t hurt the housing it just pushes it up.

3) When you disconnected the factory cluster the alternator circuit was opened causing the wire that energizes the alternator to be left open. What you will need to do is in the factory wire harness there are 2 wires that need to be jumped. You need to find a 12-volt ignition source and jump the 12-volt ign. wire to the Light Green/Red wire. What that will do is it will energize the alternator when the ignition is turned on.
4) The IQ3 unit when bolted to the housing can be moved side to side or up and down slightly until you are satisfied with the way the unit looks in the housing. The 3 washers that are supplied are necessary so the nuts don’t pull thru the holes. If needed, the holes can be enlarged easily but larger washers may be needed.

5) The factory Bezel will have to be modified as the hump area will cover the bottom portion of the IQ3 unit. We leave this modification totally up to the installer. The hump area is plastic and is also easily cut. Beneath the plastic hump is a rubber gasket that if still in good shape may be used to fill in the area where the plastic was removed.

6) Once the IQ3 Housing and the modifications are performed make sure the Factory Bezel is mounted with little or no pressure on the Florida 5.0 IQ3 Housing.

